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1402 




Store at least one first user 
unique parameter corresponding 
with first carrier frequency 



1404 




Store at least one second user 
unique parameter corresponding 

with second carrier frequency 
that is different from first carrier 
frequency 



1406 




Transmit data packet having data 
packet length either via first 
carrier frequency using at least 
one first user unique parameter 
or via second carrier frequency 
using at least one second user 
unique parameter, based on data 
packet length 



FIG. 14 
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Store at least one first user 
unique parameter corresponding 
with first carrier frequency 



1402 



1500 



1404 




Store at least one second user 
unique parameter corresponding 

with second carrier frequency 
that is different from first carrier 
frequency 



1502 




Transmit data packet having data 
packet length either via first 
carrier frequency using at least 
one first user unique parameter 
or via second carrier frequency 
using at least one second user 
unique parameter, based on data 
packet length, wherein at least 
one first user unique parameter 
includes at least one selected 
from group consisting of 
transmit power level, fine 
frequency tuning information, 
timing information, and transmit 
equalization information 



FIG. 15 
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2006 



1600 



s 

1602 



Allocate wide-band channel for 
transmission of relatively long packets 



1604 




Allocate narrow-band channel for 
transmission of relatively short packets 



1606 



Transmit data packet having data 
packet length using either wide-band 
channel or narrow-band channel based 
on data packet length 



FIG. 16 
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1700 



1702 



Allocate first carrier frequency for 
communication of comparatively 
short packets using comparatively 
low symbol rate 



1704 



Allocate second carrier frequency that 
is different from first carrier 
frequency for communication of 
comparatively long packets using 
comparatively high symbol rate 



1706 



Transmit data packet having data 
packet length using either first carrier 
frequency or second carrier frequency 
based on data packet length 



FIG. 17 



